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Features:
• Low insertion loss
• Easy installation
• Water proof
• Prevention from mouse bite 
• Environmentally stable

Applications:
• Telecom equipment connection 
• Indoor vertical/horizontal connection
• Local area network
• Fiber to the home

Pigtails/ Patch cords

Performance Specifications:

ITEM

Nos. of Fibers

Typical Insertion Loss, dB

Max. Insertion Loss, dB

Typical Backreflection, dB

Min. Backreflection, dB

Armored Pigtail/Patchcords

  Singlemode   Multimode

1, 2, 4, 6, 8, 12

  0.15   0.30

  0.25   0.40

  50   -

  48   -

J-AF ARMORED PIGTAILS / PATCHCORDS 
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Ordering Information:

J - AF - □ □ - □□ - □□□ - □□□ - □□ - □□ / □□ - XX

Pigtails/ Patch cords

ARMORED PIGTAILS / PATCHCORDS

Fiber Type
A              Singlemode fiber                   D 62.5/125µm 
J               G.657. A1  fiber                        F           50/125µm  OM2
L              G.657. A2  fiber                        G          50/125µm  OM3
M            G.657. B2  fiber                         H          50/125µm  OM4
N             G.657. B3   fiber                         I           Singlemode  G.655 fiber
C             50/125µm

Cable Type
Q PCV cable (3.0mm) 
I LSZH cable (3.0mm) 
F LSZH cable (2.0mm) 
X Others, please specify

Fan Out Fiber Count
01  1 cord (simplex)
02  2 cord (duplex)
04  4 cord
08  8 cord
12 12cord
XX Others, please specify

Fan Out Cable Length
00 none (for simplex / duplex cable)
X30 30 cm
X50 50 cm
100 100 cm
150 150 cm
XXX Others, please specify

Fiber Length (Include Fan Out Length)
X50 50 cm   001 1 m
002 2 m   010 10 m
015 15m    XXX Others, please specify

Configuration
SG Pigtail
DB Patchcord

Fan Out Cable Connector Type (for both ends)
AP FC/APC type  FC FC type
AS SC/APC type  SC SC type
ST ST type   LC  LC type
MU MU type  NC None
XX  Others, please specify

Internal Code


